
Firmware CDCUM005

New Feature / Improvements Description Advantage Update

General improvements - Data storage management 
- Error handling improved

More reliable sensor 
operation

Recommended for new 
sensor installations

Firmware CDCUM004

New Feature / Improvements Description Advantage Update

New Arc Module added to the 
firmware

The firmware change enables the use of the 
Arc Module Incyte-W SU

The new firmware can be used 
for the new Arc Module

Recommended

Firmware CDCUM003

New Feature / 
Improvements

Description Advantage Update

Only for Incyte Arc 
reusable

Increase the 
conductivity range

With a new factory 
calibration, the conductivity 
range has been increased 
from 0.5-80mS/cm

Work in applications  
with conductivity below 
1mS/cm but above  
0.5mS/cm

Recommended together 
with a factory calibration. 
Please contact Hamilton 
Support.

Improvement of SIP 
and CIP counting

Bug fixing Right counting of SIP and 
CIP cycles

Recommended

For Incyte Arc SU 
and reusable

Measure Mode Bug fixing No manual writing or 
switching of/to measure 
mode after FW update 
needed anymore

Recommended

Firmware CDCUM002

New Feature / Improvements Description Advantage Update

Recording continues even in 
overtemperature mode until it 
is cancelled intentionally or the 
internal memory is full

If the sensor switches to overtemperature 
mode during a recording, the recording is 
aborted 

Recording also possible during 
overtemperature mode

Recommended

New licence for activating Incyte 
Arc Basic

Introduction of Incyte Arc Basic functionality Low price Incyte Arc with basic 
functionality

Recommended

FIRMWARE RELEASE HISTORY

Incyte Arc / Incyte SU-P Family



New Feature / Improvements Description Advantage Update

Filtering of the dual 
measurement

With rapid changes in conductivity, the 
permitivity signal shows differential behavior. 
This leads to small oscillations.

No oscillations in rapid  
changes in conductivity

Recommended

New change behavior of 
Baudrate, Parity and Stoppits

Baudrate, Parity and Stoppbits are now 
changed immediately in the sensor and not 
after the next power-up

No power-up required after 
chaning the Baudrate, Parity 
and Stoppits

Recommended

General improvements for internal use

 NOTE: The firmware CDCUM001 was the first published version.
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