+  EU-Baumusterpriifbescheinigung

2 Geriéte zur bestimmungsgemaBen Verwendung in explosionsgefidhrdeten Bereichen
Richtlinie 2014/34/EU

3 Nr. der EU-Baumusterprufbescheinigung: BVS 17 ATEX E 108 X

4 Produkt: MEMOSENS Messkabel Typ 355350, Typ 355351, Typ 355352

5 Hersteller: HAMILTON Bonaduz AG

6 Anschrift: Via Crusch 8, 7402 Bonaduz, Schweiz

7 Die Bauart dieses Produktes sowie die verschiedenen zuldssigen Ausfihrungen sind in der Anlage zu

dieser Baumusterprufbescheinigung festgelegt.

8 Die Zertifizierungsstelle der DEKRA EXAM GmbH, benannte Stelle Nr. 0158 gemal Artikel 17 der
Richtlinie 2014/34/EU des Europaischen Parlaments und. des Rates vom// 26. Februar 2014,
bescheinigt, dass das Produkt die wesentlichen Gesundheits- tnd Sicherheitsanforderungen fur die
Konzeption und den Bau von Produkten zur bestimmungsgemaRen Verwendung in explosmns-
gefahrdeten Bereichen geman Anhang Il der Richtlinie erfallt.

Die Ergebnisse der Prifung sind in dem vertrauhchen Prufprotokoll BVS/PP/18/2018 EU medergelegt

9 Die wesentlichen Gesundheits- und S;cherheltsanforderungen werden erfallt/ durch Uberems’ammung
mit den Normen: /

EN 60079-0:2012 + A11:2013 Allgememe Anforderungen

EN 60079-11:2012 Elgensmherhelt ,,l“ 771/ '

10 Falls das Zeichen X" hinter der Beschemlgungsnummer steht wrrd in der Anlage Zu/ /dieser
Bescheinigung auf besondere Bedingungen fur d1e s;chere Anwendung des Produktes hingewiesen.

11 Diese EU-Baumusterprufbescheinigung bezneht SICh nur auf den/ Entwurf und Bau der beschriebenen
Produkte.

Far den Herstellungsprozess und die /Abgabe der Produkte smd weltere Anforderungen der Richtlinie
zu erfullen, die nicht durch diese Bescheinigung abgéedeckt sind/

12 Die Kennzeichnung des Produktes muss die’folgenden Angabeny enthalten:
€x) 111G Exia lIC T3/T4/T6 Ga

DEKRA EXAM GmbH
Bochum, den 02.02.2018

/ N
iv/,‘ f/ CJ

Zertifizierer Fachzertifizierer
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13 Anlage zur

14 EU-Baumusterpriifbescheinigung
BVS 17 ATEXE 108 X

15 Beschreibung des Produktes

15.1 Gegenstand und Typ
MEMOSENS Messkabel
Typ 355350 (Kabellange 3 m)
Typ 355351 (Kabellange 5 m)
Typ 355352 (Kabelldnge 10 m)

16.2 Beschreibung

Das MEMOSENS Messkabel Typ 355350, Typ 355351 oder Typ 355352 dient in Verbindung mit
einem zugelassenen eigensicheren MEMOSENS Sensor zur Messung unterschiedlicher
Parameter von flussigen Medien.

Die Verbindung des MEMOSENS Messkabels mit dem Sensor erfolgt galvanisch getrénnt tber ein
vollstéandig isoliertes Verbindungssystem (Induktive Kopplung).

Die elektronische Schaltung des MEMOSENS Messkabels ist vollstandig vergossen.

16.3 KenngréRen

Die MEMOSENS Messkabel Typ 355350, Typ 355351 oder Typ 355352 mit MEMOSENS
Sensoren durfen an den eigensicheren Ausgangsstromkrels fUr dlgltale Sensorender// |
H220X Transmitter /

Typ 243081-3* und Typ 243081-4* (TUV 16 ATEX 7938 X)
angeschlossen werden:.

Weiterhin darf die Anschaltung der MEMOSENS Messka‘oel m|t Sensoren an einen e;gensucheren
Ausgangsstromkreis (Ex ia IIC) mit folgenden Hochstwerten erfo}gen /

Maximale Ausgangsspannung Us////////// 'DC Bl M
Maximale Ausgangsstromstarke 1/ / // / ' 130,/ mA
Maximale Ausgangsleistung P4 /1] : 166,/ mW

(Lineare Ausgangskennlinie)

Die maximale innere Induktivitdt und Kapazitat des eigensichefen Ausgangsstromkreises darf
folgende Héchstwerte nicht tiberschreiten:

Maximale innere Kapazitat Ci 16/ [ UF
Maximale innere Induktivitat L 95// /puH
Alternativ:

Maximale Ausgangsspannung Uo DC 5,04 V
Maximale Ausgangsstromstéarke lo 80 'mA
Maximale Ausgangsleistung P4 112 mW

(Trapezférmige Ausgangskennlinie)

Die maximale innere Induktivitat und Kapazitat des eigensicheren Ausgangsstromkreises darf
folgende Héchstwerte nicht Uberschreiten:

Maximale innere Kapazitat Ci 14,1 yF
Maximale innere Induktivitat L; 237,2 uH

Die maximal zuldssige Kabellange zwischen Sensor und Transmitter betréagt 100 m.
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{ DAKKS

Akicrecitiorungutelie
TF10068

Umgebungstemperaturbereich abhangig von der Temperaturklasse:

Temperaturklasse Umgebungstemperaturbereich
T3 -15°C<T,<+135°C
T4 -15°C<T,=<+120°C
T6 -156°C<T,s +70°C
Priifprotokoll

BVS PP 18.2018 EU, Stand 02.02.2018

Besondere Bedingungen fiir die Verwendung

Das Messkabel Typ 355350, Typ 355351 oder Typ 355352 ist zum Einsatz in folgendem
Umgebungstemperaturbereich geeignet:
Temperaturklasse und Umgebungstemperaturbereich - siehe Kenngrof3en

Die Messkabel Typ 355350, Typ 355351 oder Typ 355352 dirfen nicht unter elektrostatisch
kritischen Prozessbedingungen betrieben werden. Unmittelbar auf das Verbmdungssystem
einwirkende starke Dampf- oder Staubstréome mussen vermieden werden:

Wesentliche Gesundheits- und Sncherheﬂsanforderungen

Die wesentlichen Gesundheits- und Slcherheltsanforderungen sind durch die unter Abschmtt 9‘
gelisteten Normen abgedeckt. /
Zeichnungen und Unterlagen ; f /

Die Zeichnungen und Unterlagen sind in dem vertraulnchen Prufprotokon gellstet
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Translation

EU-Type Examination Certificate

Equipment intended for use in potentially explosive atmospheres
Directive 2014/34/EU

EU-Type Examination Certificate Number: BVS 17 ATEX E 108 X

Product: MEMOSENS measuring cable type 355350, type 355351, type 355352
Manufacturer: HAMILTON Bonaduz AG

Address: Via Crusch 8, 7402 Bonaduz, Switzerland

This product and any acceptable variations thereto are specified in the appendix to this certificate and
the documents referred to therein.

DEKRA EXAM GmbH, Notified Body number 0158, in accordance with /Article 17 of Directive
2014/34/EU of the European Parliament and of the Council, dated 26 February 2014, certifies that this
product has been found to comply with the Essential Health and Safety Requirements relating to the
design and construction of products intended for use m potentlally explosive atmospheres given /in
Annex Il to the Directive.

The examination and test results are recorded in the confldentlal Report No/BVS PP 18 2018 EU.

Compliance with the Essential Health and Safety'Requirements has been/assured ‘by compliance with:

EN 60079-0:2012 + A11:2013  General requirements
EN 60079-11:2012 Intrinsic Safety “i”

If the sign “X” is placed after the certificate. number It mdlcates that the product is subject to/ the
Special Conditions for Use specified in'the appendlx to thlS ceftlf cate Y ,

This EU-Type Examination Certificate re!ates ‘only, to the desngn and constructlon of the specified
product. Further requirements of the Directive apply to the manufactunng process’ and 'supply/ of this
product. These are not covered by this certificate.

The marking of the product shall include the following:
€x) 111G Exia lIC T3/T4/T6 Ga

DEKRA EXAM GmbH
Bochum, 2018-02-02

Signed: Dr. Franz Eickhoff Signed: Dr. Michael Wittler

Certifier Approver

Page 1 of 3 of BVS 17 ATEX E 108 X
This certificate may only be reproduced in its entirety and without any change.

DEKRA EXAM GmbH, Dinnendahlstrasse 9, 44809 Bochum, Germany,
telephone +49.234.3696-105, fax +49.234.3696-110, zs-exam@dekra.com




13 Appendix

14 EU-Type Examination Certificate
BVS 17 ATEX E 108 X

15 Product description

15.1 Subject and type

MEMOSENS measuring cable

type 355350 (cable length 3 m)
type 355351 (cable length & m)
type 355352 (cable length 10 m)

15.2 Description

The MEMOSENS measuring cable type 355350, type 355351 or type 355352 is used in
connection with a certified intrinsically safe MEMOSENS sensor to measure different parameters

of fluid media.

The connection between measuring cable and sensor is galvanically isolated via a completely
isolated connection system (inductive coupling).

The measuring cable's electronic circuit is completely encapsulated:

15.3 Parameters

The MEMOSENS measuring cable type 355350, type 355351 or 'typey 355352 with MEMOSENS
sensors, may be connected to the 1ntr1n5|cally safe sensor output circuit/for d:gltal sensors of the
H220X transmitter /

type 243081-3* and type 2430871-4* (TUV 16 ATEX 7938 X)

Furthermore, the connection of the MEMOSENS measunng /cable wnth 'sensor to an mtrmsmally
safe output circuit (Ex ia HC) with the following maXImum values is poss&ble /

Maximum output voltage , v Uo,' 11/////////1/// DC BN
Maximum output current x////////11/11/1/ [ AB9 mA
Maximum output power ‘s ////11111111]1/, 166 mwW

(linear output characteristic)

The maximum internal capacity and inductivity of the intrinsically safe output circuit may not exceed
the following maximum values: /

Maximum internal capacity Ci 15 uF
Maximum internal inductivity L; 95 uH
Alternative:

Maximum output voltage Us DC 504 'V
Maximum output current I 80 'mA
Maximum output power P4 112 'mW

(trapezoid output characteristic)

The maximum internal capacity and inductivity of the intrinsically safe output circuit may not exceed
the following maximum values:

Maximum internal capacity Ci 141 pF
Maximum internal inductivity L 2372 ' pF

The maximum permitted cable length between sensor and transmitter is 100 m.
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Ambient temperature range depends on temperature class:

Temperature class Ambient temperature range
T3 -15°C=<T,=<+135°C
T4 -15°C=T,<+120°C
T6 -15°C=<Ty< +70°C

Report Number

BVS PP 18.2018 EU, as of 2018-02-02

Special Conditions for Use

The measuring cable type 355350, type 355351 or type 355352 may be used in the following
ambient temperature range:
Temperature class and ambient temperature range — see Parameters.

The measuring cables type 355350, type 355351 or type 355352 may not be operated in
electrostatically critical processing conditions. Intense vapour or dust flows directly impacting on
the connection system must be avoided. ‘
Essential Health and Safety Requirements

The Essential Health and Safety Requirements are cové’re:d,by‘ the standards/ listed ‘Lj’nde,r item 9

Drawings and Documents

Drawings and documents are listed in the confident'ryal[réypérf_ 7/,

We confirm the correctness of the translation from' the’ German ongmai
In the case of arbitration only the German wording shall be valld and bmdmg

DEKRA EXAM GmbH
Bochum, dated 2018-02-02
BVS-Rip/Nu A20161143

/

Certifier Approver
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